Y-cable Installation Guide
The system should be installed as follows:
These are the installation instructions for the Y-cable kit to be used with the
Wattson Solar Plus. Wattson Solar Plus measures the energy you are using, the
energy you are generating and the net energy you are taking from, or putting
back into, the electricity supply grid. To simplify the installation of the Wattson
Solar Plus we provide the Y-cable.

1. Install a sensor clip on the generation output as described in the Wattson
Solar Plus instruction manual.
2. Install a second sensor clip in the same place, but connect it to one of the
sockets on the Y-cable.
3. Install a third sensor clip onto the tails of your meter as shown in the
diagram, plug into second socket of the Y-cable
4. Insert Y-cable into any consumption socket on the transmitter (marked 1,
2 or 3).
5. If the sun is shining and you are using very little electricity, you should
now be putting electricity back into the grid, and when the Wattson Solar
Plus is in Grid mode, you can expect it to display a negative value. Check
this value now.
6. If it is negative, the polarity is correct. If the value is actually positive,
indicating that you are taking electricity from the grid, you will need to
adjust the installation to correct the polarity. Simply unclip ONE of the Ycable clips, rotate it through 180 degrees, and replace the clip so the wire
passes through it in the opposite direction.

7. You should now see a negative value indicating that you are putting
electricity back into the grid. If you still see a positive value and/or the
sun has stopped shining, you may need to repeat the process.

For more information, Frequently Asked Questions and to place a ticket with
our helpdesk, please go to our web-site diykyoto.helpserve.com
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